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OPL/OPLT
INFLATABLE PIPE PLUG

to store

to lift

to plug
to secure

to compensate

Since 1961, Pronal is developping & manufacturing 
state of the art flexible and inflatable structures.

•	 STORAGE FLEXIBLE TANK

•	 LIFTING CUSHIONS

•	 INFLATABLE STOPPERS

•	 INFLATABLE TRENCH SHIELD

•	 COMPENSATOR

•	 ENGINEERED RUBBER 
SOLUTION

WHO WE ARE:



 OPL/OPLT
	 INFLATABLE PIPE PLUG

OPL/OPLT pipe plugs are used for sealing of sewer, water, 
hydrocarbons and chemical pipes.

Made of high quality rubber and vulcanized in an autoclave, they are 
the perfect pipe sealing solution. OPL/OPLT can be used either to 
stop the pipe flow during maintenance operation or to seal a 
new installed pipe for air/water tightness tests.

Always concerned by operators safety and products 
reliability, OPL/OPLT are designed 
with the latest technology 
and best performances 
materials.

They are available in single 
plug and bypass plug 
versions.

www.pronal.com - contact@pronal.com

Easy 
installation

Safe
operation

Covers several 
diameters

Perfect
sealing

 THE OPL RANGE (WITHOUT BYPASS)

 THE OPLT RANGE (PLUG WITH BYPASS) - for max back pressure, please refer at the right table

 OPTIONAL ACCESSORIES

Always concerned with the improvement of the quality of its products, Pronal reserves 
the right to modify specifications without prior notices / Non-contract pictures.

BY PASS
For pipe testing

or dewatering

HANDLING 
WIRE

INFLATION 
LINE

And also: 

• Double by pass
• Remote inflation/

deflation device
• Air/water exchange 

system

 PRESSURE CHART & ACCESSORIES

 ACCESSORIES

Back pressure - chart of pipeline pressures (valid for plugs made of NR)
The following chart shows the maximum allowable back pressure value in correlation of the pipe diameter when 
conducting hydrotest with the inflatable pipe plugs.

These values are indicative values in clean concrete pipes. If required, contact us.

Ref
Min

diameter Ø 
(mm)

Max
diameter Ø (mm)

Deflated
diameter Ø 

(mm)
Lenght (mm)

Working 
pressure

Max back 
pressure

Weight 
(Kg)

Eye bolt 
sizews

OPL 30/60 30 60 29 150 3

Please always
refer to our chart
pressure before

using

0,2 NA

OPL 45/80 45 80 43 150 3 0,3 NA

OPL 50/100 50 100 45 110 3 0,3 NA

OPL 65/125 65 125 63 250 3 0,4 NA

OPLS 75/150 75 150 70 195 3 0,5 NA

OPL 75/150 75 150 70 350 3 0,8 NA

OPLS 100/200 100 200 90 250 3 0.8 NA

OPL 100/200 100 200 86 350 3 1.3 NA

OPL 100/150 100 150 90 125 3 0,6 NA

OPL 100/250 100 250 86 600 3 2.2 NA

OPL 125/200 125 200 110 152 3 0,7 NA

OPL 150/250 150 250 145 255 3 2 1xM8

OPL 150/300 150 300 145 465 3 2.6 1xM8

OPL 200/400 200 400 190 555 3 5.5 2xM10

OPL 200/500 200 500 170 725 3 5.5 1xM8

OPL 300/600 300 600 288 715 3 12 2xM10

OPL 300/800 300 800 275 1200 3 18 2xM10

OPL 400/800 400 800 370 1030 3 22 2xM12

OPL 500/1000 500 1000 472 1140 3 32.5 2xM12

OPL 500/1400 500 1400 490 2200 1,5 55 2xM12

OPL 600/1200 600 1200 570 1400 1,5 49 2xM16

OPL 600/1500 600 1500 570 2180 1,5 65 3xM16

OPL 800/1600 800 1600 770 2000 1,5 90 3xM16

OPL 800/2000 800 2000 760 2750 1,5 125 4xM16

Ref
Min

diameter Ø 
(mm)

Max
diameter Ø 

(mm)

Deflated
diameter Ø 

(mm)
Lenght (mm)

Working 
pressure

By Pass 
diameter

Weight 
(Kg)

Eye bolt 
sizews

OPLT Ø 100/200 100 200 86 350 2.5 1 x 1/4" 2 NA

OPLT Ø 150/250 150 250 145 255 2.5 1 x 1/2" 3 M8

OPLT Ø 150/300 150 300 145 465 2.5 1 x 1/2" 4 M8

OPLT1 Ø 200/400 200 400 190 555 2.5 2 x 1" 7 M10

OPLT2 Ø 200/400 200 400 190 555 2.5 1 x 2" 7 M10

OPLT1 Ø 200/500 200 500 170 725 2.5 2 x 1" 7 M10

OPLT2 Ø 200/500 200 500 170 725 2.5 1 x 2" 7 M8

OPLT1 Ø 300/600 300 600 288 715 2.5 2 x 1" 16 M10

OPLT2 Ø 300/600 300 600 288 715 2.5 1 x 2" 16 M10

OPLT3 Ø 300/600 300 600 288 715 2.5 2 x 2" 18 M10

OPLT1 Ø 400/800 400 800 370 1030 2.5 2 x 2" 29 M12

OPLT2 Ø 400/800 400 800 370 1030 2.5 1 x 2" 27 M12

OPLT3 Ø 400/800 400 800 370 1030 2.5 1 x 4" 33 M12

OPLT1 Ø 500/1000 500 1 000 472 1140 2.5 2 x 2" 41 M12

OPLT2 Ø 500/1000 500 1 000 472 1140 2.5 1 x 2" 38 M12

OPLT3 Ø 500/1000 500 1 000 472 1140 2.5 1 x 4" 48 M12

OPLT1 Ø 500/1400 500 1 400 472 2200 1,5 2 x 2" 66 M12

OPLT2 Ø 500/1400 500 1 400 490 2200 1,5 1 x 2" 61 M12

OPLT3 Ø 500/1400 500 1 400 490 2200 1,5 1 x 6" 72 M12

OPLT1 Ø 600/1200 600 1 200 566 1400 1,5 2 x 2" 59 M16

OPLT2 Ø 600/1200 600 1 200 566 1400 1,5 1 x 2" 54 M16

OPLT3 Ø 600/1200 600 1 200 566 1400 1,5 1 x 6" 63 M16

OPLT1 Ø 600/1500 600 1 500 570 2180 1,5 2 x 2" 76 M16

OPLT2 Ø 600/1500 600 1 500 570 2180 1,5 1 x 2" 71 M16

OPLT3 Ø 600/1500 600 1 500 570 2180 1,5 1 x 6" 81 M16

OPLT1 Ø 800/1600 800 1 600 770 2000 1,5 2 x 2" 98 M16

OPLT2 Ø 800/1600 800 1 600 770 2000 1,5 1 x 2" 94 M16

OPLT3 Ø 800/1600 800 1 600 770 2000 1,5 1 x 6" 105 M16

OPLT1 Ø 800/2000 800 2 000 760 2750 1,5 2 x 2" 138 M16

OPLT2 Ø 800/2000 800 2 000 760 2750 1,5 1 x 2" 130 M16

OPLT3 Ø 800/2000 800 2 000 760 2750 1,5 1 x 6" 145 M16

TYPE 
OF PIPE 
PLUGS 
(MM)

Pipe diameter (mm)

30 45 50 60 65 75 80 100 125 150 200 250 300 400 500 600 800 1000 1200 1400 1500 1600 2000

30/60 2.4 1.7 1.5 0.8

45/80 2.4 2.4 2.2 2.1 1.8 1.0

50/100 2.4 2.3 2.3 1.8 1.6 0.5

65/125 2.4 2.3 2.3 1.6 0.8

75/150 2.4 2.3 2.2 1.5 1.0

100/150 2.4 1.5 0.5

100/200 2.4 2.0 1.6 1.1

125/200 2.4 1.5 0.5

150/250 2.4 1.5 1.0

150/300 2.4 2.2 2.0 1.5

200/400 2.4 2.2 2.1 1.4

200/500 2.4 2.3 2.2 1.5 0.4

300/600 2.4 2.2 2.1 0.9

300/800 2.4 2.3 2.2 1.8 1.0

400/800 2.4 2.3 2.3 1.1

500/1000 2.4 2.3 2.2 0.9

500/1400 1.4 1.4 1.3 1.3 0.9 0.8

600/1200 1.4 1.2 1.1 0.5

600/1500 1.4 1.3 1.3 1.1 1.0 0.8

800/1600 1.4 1.4 1.3 1.3 1.0 0.8

800/2000 1.4 1.4 1.3 1.3 1.2 1.1 0.9

67188 Adaptor “Tête de chat” Universal coupling

31332 Double bypass Ø 25 for air test for ORJT 100/200 & 3D 100/250

67187 Adaptor Claw Universal coupling

67180 Inflation hose, Red 5 m Universal coupler 1/4” + nipple 1/4”

66902 Inflation hose, Red 10 m Universal coupler 1/4” + nipple 1/4”

67179 Inflation hose, Blue 5 m Universal coupler 1/4” + nipple 1/4”

66901 Inflation hose, Blue 10 m Universal coupler 1/4” + nipple 1/4”

Ref. Designation

67194 “Simplified” controller 1 outlet 1/4”


